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DO YOU WANT TO BUILD ON 
A BETTER FOUNDATION?

The prefabricated TASSU foundation formwork is an 

easy, quick and cost-efficient solution for laying a strong 

foundation for your building. With a prefabricated 

5-metre-long formwork weighing only 20 kg with rebar, 

you can lay the foundation of a building in one day.

Easy and quick 
The prefabricated TASSU formwork is easy to work 

with – no special tools or special skills are required. The 

lightweight formwork elements, complete with rebar, 

are easy to move around. You can easily add reinforcing 

steels in the formwork, if necessary. Casting can be 

carried out on the same day. The formwork can be left 

in place after the casting.

Curb your costs 
Our foundation formwork consists of a steel wire mesh 

and PE plastic sheet and can be used around the year. 

Thanks to the quick installation and prefabricated rebar, 

you can easily estimate costs and achieve savings that 

may be quite significant.

Further savings result from the fact that no construction 

waste needs to be disposed of when using TASSU.

Easy start for your construction site 
The prefabricated TASSU formwork system, complete 
with rebar, is delivered on the construction site in a 
single delivery with the elements stacked inside one 
another. We recommend that you place the stack of 
elements close to the final place of installation.

You only need basic tools
No special tools are required to install the elements. 
In addition to bolt cutters suitable for cutting the rebar, 
you will only need tie wire and a wire tying tool.

Detailed instructions to guide you
The formwork comes with clear and detailed instructions 
on how to make the different joints and end pieces. 
The instructions are suitable for both professional and 
DIY builders.

Normal casting
Once the formwork is in place, add extra steels where 
necessary. After that, have the concrete pumped into 
the formwork from a cement mixer truck. Construction 
of the socle can be started as soon as the concrete 
is cured.

See a more detailed cost comparison and installation video at

LAMMI-PERUSTUS.FI



The formwork elements are placed on even ground which 
has been compacted.

When the extra steels, if required, are in place, the concrete 
is cast and the top surface is finished.

There is no need to dismantle the formwork. This means 
that you will not have to handle any construction waste.

With our prefabricated formwork you will be able to lay the 
foundation of your building in one day regardless of the 
layout.

Once you have measured 
and marked the lines, 
you start the installation 
by cutting and joining the 
elements. 

Corner and end pieces 
as well as potential box 
elements are made from 
sections cut from the side 
of the formwork.

Contact a professional to calculate a more detailed cost estimate 
for the foundation of your house. Cost calculation made in accordance 
with the Finnish price level.
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Using timber, the construction time 
required is 0.6 mhprm. 

Using TASSU, the construction time 
required is 0.12 mhprm. 

mhprm = man-hours per running metre; 
the number of man-hours required to 
build one metre of foundation.

Work hours required are based on 
average values calculated on house 
construction sites.

Laying the foundation with a timber 
formwork costs about €4,900 per 
100 r.m.

The disposal cost for timber-made 
formwork is typically from €130 to €300.

With TASSU, the cost of the foundation 
is about €4,100 per 100 r.m., and there 
will be no disposal costs.

The prices are inclusive of VAT (24%) 
but exclusive of freight.

Cost per medium-sized house 
(170 m2, approx. 100 running metres of foundation)

Construction time   
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Basic 
reinforcement

 Type  Length Width Height  
 LT24 5,000 400 200 3T8 T6K200
 LT25 5,000 500 200 3T8 T6K200
 LT26 5,000 600 200 3T8 T6K200
 LT34 5,000 400 300 3T8 T6K200
 LT36 5,000 600 300 3T8 T6K200
 LT37 5,000 700 300 3T8 T6K200
 LT38 5,000 800 300 3T8 T6K200
 LT39 5,000 900 300 3T8 T6K200
 LT310 5,000 1,000 300 3T8 T6K200
 LT45 5,000 500 400 3T8 T6K200
 LT46 5,000 600 400 3T8 T6K200
 LT47 5,000 700 400 3T8 T6K200
 LT48 5,000 800 400 3T8 T6K200
 LT56 5,000 600 500 3T8 T6K200

Column formwork
Type  Length Width Height  
 P34 400 400 300 - -
 P36 600 600 300 - -
 P37 700 700 300 - -
 P38 800 800 300 - -
 P39 900 900 300 - -
 P310 1,000 1,000 300 - -
 P58 800 800 500 - -

The walls of the formwork comprise a thin steel mesh 
laminated with a PE plastic film.
Basic reinforcement (longitudinal)  
Basic reinforcement (transversal)  
The SFS-marked formwork is made of a B-500K wire 
mesh.
The formwork is about 30 mm taller than the theoretical 
height. This leaves a tolerance which allows for the 
unevenness of the ground.

LAMMI-PERUSTUS OY
Kylänpääntie 4 B, 01750 VANTAA FINLAND

Tel. +358 207 530 470, fax +358 207 530 474
info@lammi-perustus.fi

PROVEN 
LAMMI QUALITY

Lammi-Perustus is part of the Lammin Betoni 
Corporation. For over 50 years the company has 
been developing concrete-based products and 
construction innovations. Lammi-Perustus brings to 
you proven, safe and innovative solutions for your 
building needs. We aim for a higher prefabrication 
rate, cost savings and ease of construction.

All materials used in the prefabricated TASSU 
foundation formwork have been carefully examined. 
Your foundation will be completely free of any 
environmentally harmful or decaying materials. 

Formwork structure
Tolerance: 
approx. 30 mm
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